


SDD UTILITIES: 530LXi

SERIES

Electrical 3-60-208/230/480 V 24 HP
S1 Steam 2" NPT 45-80 PSI 1400 #/Hr Flow Rate

S2*  Steam 2" NPT 45-80 PSI 1000 #/Hr Flow Rate

HW  Hot Water 17" NPT 35-60 PSI 30-50 GPM @ 140 °F £ 5 °F

(fills only), HW 10-12 GPM continuous

C Condensate 1" NPT 2 Required

D Drain 4" Floor Drain (Minimum) 50 GPM 2 Required

V Vent 18" ID Duct 2200 CFM Saturated Vapor @ 180 °F
A Air 2" NPT 100-125 PSI 1-2 CFM Flow Rate

CW** Cold Water 172" NPT 35-60 PSI 35 GPM 50 °F =5 °F

*S2 — Required if optional dryer package is ordered **CW — Required if drain discharge cool-down package is ordered

OPTIONAL FEATURES:

* LYNX OPTI-Flow™ Energy * Discharge Roller Conveyors * Low Steam Pressure Package
Saving System * Strip Chart Printer * Seismic Tie Down

» Automatic Self Cleaning Screens < Bedding Dispenser Controls * Detergent Dispensing Systems

* De-scaling Cycle 7' Double Blower Drying System < pH Neutralization System

» Automatic Tank Draining System < Right or Left Hand Services * Added Load End Extensions

» Automatic Drain Discharge * Integral Data Collection System * Integrated Bedding Dump Stations
Cooldown System  Air Compressor » Garb-el (Vacuum, Tote, Can)
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LYNX

PRODUCT GROUP

For further information, please contact:

LYNX Product Group * 650 Lake Street « Wilson, NY, 14172
716.751.3100 (Fax) 716.751.3101 LYNXPG.COM

service@lynxpg.com

info@lynxpg.com
parts@ lynxpg.com




