


Electrical 3-60-208/230/480 V 12 HP
S Steam 2" NPT 45-80 PSI Dynamic + 5 PSI

600 #/Hr Flow Rate
(1200 #/Hr with optional HW Heat Exchanger)

HW  Hot Water 17" NPT 35 PSI 50 GPM @ 140 °F £ 5 °F

C Condensate 1" NPT

D Drain 12"x12" Floor Sink with 120 GPM Flow Rate @ 200 °F Max
4" Floor Drain (Min.)

Vv Vent 12" Duct 450 CFM Saturated Vapor @ 190 °F

A Air %" NPT 80-100 PSI 6 CFM Flow Rate

CW** Cold Water 172" NPT 35 PSI 60 GPM @ 50 °F £ 5 °F

**CW — Required if drain discharge cool-down package is ordered

OPTIONAL FEATURES:

* Pit or Floor Mounted * Drain Discharge Cool Down/Tank e Utility Enclosure Panels

* Right or Left Hand Services » Automatic Damper * Detergent Dispensing Systems

* Low Steam Pressure Package * Exhaust Fan * pH Neutralization System

* Integral Data Collection System » Feeder Bottle Washing System * VHP Generator

* LYNX Smart-Cool™ System * Pan Washing * Chlorine Dioxide Generator
 Split Base * Integral Generator
» Seismic Tie Down » 36-54” Door Available Ranges
* Electric Heat System » Shallow Base Unit

* LYNX OPTI-Wash Il includes: Reusable-throwaway detergent and rinse tanks, non-recirculated rinse system, and automatic
watering rack flush system
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PRODUCT GROUP T VAXMUMODIM.OFBASE For further information, please contact:

LYNX Product Group ¢ 650 Lake Street « Wilson, NY, 14172
716.751.3100 (Fax) 716.751.3101 LYNXPG.COM

service@lynxpg.com info@lynxpg.com

parts@ lynxpg.com




